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57 ABSTRACT

A photographing method that includes: acquiring to-be-pho-
tographed first content; after determining a first subject with
which a user is concerned in the first content, acquiring an
image composition relationship between a second subject in
the first content and the first subject, where the second subject
is another background subject in the first content except the
first subject; matching the image composition relationship
between the second subject and the first subject with a preset
image composition template to obtain a matching evaluation
degree, and providing an image composition adjustment sug-
gestion on the first content for the user according to the
matching evaluation degree and the image composition tem-
plate, where the adjustment suggestion is a tip on how to
adjust the image composition relationship in the first content
so that the image composition relationship completely
matches the preset image composition template.
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Acquire to-be-photographed first content -
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After determining a first subject with which a user is concerned in the

first content, acquire an image composition relationship between a 102

second subject in the first content and the first subject, where the second —

subject is an other background subject in the first content except the first
subject

v

Match the image composition relationship between the second subject | 103
and the first subject with a preset image composition template to obtain —’
a matching evaluation degree

'

Provide an image composition adjustment suggestion on the first
content for the user according to the matching evaluation degree and the
image composition template, where the adjustment suggestion is a tip /1/04
on how to adjust the image composition relationship in the first content,
so that the image composition relationship completely matches the
preset image composition template
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Acquire to-be-photographed first content —
¢ 101a
A user selects a first subject of concern in the first content —

v

After determining the first subject with which the user is concerned in  102a
the first content, recognize the first subject according to object images —
in a preset object image library

v

Acquire an image composition relationship between a second subject in
the first content and the first subject, where the second subject is a 102
background subject in the first content except the first subject —~
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Search, according to the recognized first subject, an image composition
template library for an image composition template corresponding to the 103a
first subject, and use the found image composition template —
corresponding to the first subject as a preset image composition
template
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Match the image composition relationship between the second subject 103
and the first subject with the preset image composition template to
obtain a matching evaluation degree

v

Provide an image composition adjustment suggestion on the first
content for the user according to the matching evaluation degree and the
image composition template, where the adjustment suggestion is a tip 1/04
on how to adjust the image composition relationship in the first content,
so that the image composition relationship completely matches the
preset image composition template

FIG. 2A
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PHOTOGRAPHING METHOD, PHOTO
MANAGEMENT METHOD AND DEVICE

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of International Appli-
cation No. PCT/CN2014/070882, filed on Jan. 20, 2014,
which claims priority to Chinese Patent Application No.
201310222511.3, filed on Jun. 6, 2013, both of which are
hereby incorporated by reference in their entireties.

TECHNICAL FIELD

Embodiments of the present invention relate to communi-
cations technologies, and in particular, to a photographing
method, and a photo management method and device.

BACKGROUND

Currently, with increasingly high requirements for photog-
raphy, a user more hopes to capture each classic moment, and
hopes that a photo taken by the user is more professional.
However, a nonprofessional person often cannot take a pro-
fessional photo, and therefore, cannot well capture a wonder-
ful moment.

With the development of smart cameras, the smart cameras
have scene modes that switch automatically, for example, a
smart camera detects a corresponding scene, and sets param-
eters correspondingly. For example, the scene modes include
a portrait mode, a landscape mode, a macro mode, a sports
mode, and the like. When a smart camera is used for photo-
graphing a landscape, after detection by a sensor in the smart
camera, a mode with parameter settings most suitable for
photographing the landscape can be automatically switched
to the landscape mode; when a lens of the smart camera is
close to a subject to be photographed, the mode can be auto-
matically switched to the macro mode, thereby implementing
focusing a close subject for photographing. When the smart
camera photographs a moving subject, the mode is switched
to the sports mode, and a shutter speed increases. This tech-
nology meets requirements of users for several most com-
monly used scenes, and parameters in some modes with auto-
matic settings also make a photo better.

However, the foregoing smart camera cannot help the user
with framing or image composition, that is, in a current pho-
tographing process, image composition quality of a to-be-
taken photo cannot be determined or adjusted, which results
in a poor photographing result.

In addition, there are many photos in the current smart
camera, of which some are taken with a good effect, and some
are taken with a poor effect. The current smart camera cannot
automatically manage the photos, and instead the user has to
view each photo in person, select and delete a photo taken
with a poor effect, and sort through photos taken with a
similar effect.

SUMMARY

In view of this, embodiments of the present invention pro-
vide a photographing method, and a photo management
method and device, which are used to solve the problem in the
prior art that in a photographing process, image composition
quality of photographing cannot be determined or adjusted,
which results in a poor photographing result; and in addition,
further solve the problem in the prior art that a smart camera
cannot automatically manage a photo.
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2

According to a first aspect, an embodiment of the present
invention provides a photographing method, which includes:
acquiring to-be-photographed first content; after determining
a first subject with which a user is concerned in the first
content, acquiring an image composition relationship
between a second subject in the first content and the first
subject, where the second subject is a background subject in
the first content except the first subject; matching the image
composition relationship between the second subject and the
first subject with a preset image composition template to
obtain a matching evaluation degree; and providing an image
composition adjustment suggestion on the first content for the
user according to the matching evaluation degree and the
preset image composition template, where the adjustment
suggestion is a tip on how to adjust the image composition
relationship in the first content, so that the image composition
relationship completely matches the preset image composi-
tion template, where the matching evaluation degree is used
to indicate properness of the image composition relationship.

With reference to the first aspect, in a first optional imple-
mentation manner, before the step of after determining a first
subject with which a user is concerned in the first content,
acquiring an image composition relationship between a sec-
ond subject in the first content and the first subject, the
method further includes selecting, by the user, the first subject
of concern in the first content.

With reference to the first aspect, in a second optional
implementation manner, before the step of acquiring an
image composition relationship between a second subject in
the first content and the first subject, the method further
includes recognizing the first subject according to subject
images ina preset subject image library; and correspondingly,
before the step of matching the image composition relation-
ship between the second subject and the first subject with a
preset image composition template, the method further
includes searching, according to the recognized first subject,
an image composition template library for an image compo-
sition template corresponding to the first subject, and using
the found image composition template corresponding to the
first subject as the preset image composition template.

With reference to the first aspect, in a third optional imple-
mentation mannet, the preset image composition template is
a golden section template, a compact template, a triangular
image composition template, a diagonal image composition
template, a vertical line image composition template, or a
horizontal line image composition template.

According to a second aspect, an embodiment of the
present invention provides a photographing device, which
includes: a first acquiring unit configured to acquire to-be-
photographed first content; a second acquiring unit config-
ured to, after the first acquiring unit acquires the first content,
and after a first subject with which a user is concerned in the
first content is determined, acquire an image composition
relationship between a second subject in the first content and
the first subject, where the second subject is a background
subject in the first content except the first subject; a matching
unit configured to, after the second acquiring unit acquires the
image composition relationship, match the image composi-
tion relationship between the second subject and the first
subject with a preset image composition template to obtain a
matching evaluation degree; and an image composition
adjustment suggestion obtaining unit configured to, after the
matching unit obtains the matching evaluation degree, pro-
vide an image composition adjustment suggestion on the first
content for the user according to the matching evaluation
degree and the preset image composition template, where the
adjustment suggestion is a tip on how to adjust the image
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composition relationship in the first content, so that the image
composition relationship completely matches the preset
image composition template, and the matching evaluation
degree is used to indicate properness of the image composi-
tion relationship.

With reference to the second aspect, in a first optional
implementation manner, the photographing device further
includes: a first subject selection unit configured to, after the
first acquiring unit acquires the first content, select, by the
user, the first subject of concern in the first content.

With reference to the second aspect, in a second optional
implementation manner, the photographing device further
includes: a recognition unit configured to, after the first
acquiring unit acquires the first content, and after a first sub-
ject with which the user is concerned in the first content is
determined, recognize the first subject according to subject
images in a preset subject image library; and an image com-
position template selection unit configured to, after the rec-
ognition unit recognizes the first subject, search, according to
the recognized first subject, an image composition template
library for an image composition template corresponding to
the first subject, and use the found image composition tem-
plate corresponding to the first subject as the preset image
composition template.

According to a third aspect, an embodiment of the present
invention further provides a photo management method,
which includes: selecting a to-be-evaluated photo, and
obtaining a main subject and a background subject of the
photo according to a focal point of the photo; determining an
image composition relationship between the main subject and
the background subject; matching the image composition
relationship between the main subject and the background
subject with a preset image composition template to obtain a
matching evaluation degree; and classifying the photo
according to the matching evaluation degree, where the
matching evaluation degree is used to indicate properness of
the image composition relationship.

With reference to the third aspect, in a first optional imple-
mentation manner, the preset image composition template is
a golden section template, a compact template, a triangular
image composition template, a diagonal image composition
template, a vertical line image composition template, or a
horizontal line image composition template.

According to a fourth aspect, an embodiment of the present
invention provides a photo management apparatus, which
includes: a selection unit configured to select a to-be-evalu-
ated photo, and obtain a main subject and a background
subject of the photo according to a focal point of the photo; a
determining unit configured to, after the selection unit obtains
the main subject, determine an image composition relation-
ship between the main subject and the background subject; a
matching unit configured to, after the determining unit deter-
mines the image composition relationship, match the image
composition relationship between the main subject and the
background subject with a preset image composition tem-
plate to obtain a matching evaluation degree; and a classifi-
cation unit configured to, after the matching unit obtains the
matching evaluation degree, classify the photo according to
the matching evaluation degree, where the matching evalua-
tion degree is used to indicate properness of the image com-
position relationship.

As can be learned from the foregoing technical solutions,
in a photographing method, and a photo management method
and device in the embodiments of the present invention, a first
subject with which a user is concerned is determined in to-be-
photographed first content to obtain an image composition
relationship between the first subject and a second subject in
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4

the first content, further, the image composition relationship
is matched with a preset image composition template to
obtain a matching evaluation degree, and further, an image
composition adjustment suggestion on the first content is
provided for the user according to the matching evaluation
degree, so as to solve the problem in the prior art that in a
photographing process, image composition quality of photo-
graphing cannot be determined or adjusted, which results in a
poor photographing result; in addition, and further solve the
problem in the prior art that a smart camera cannot automati-
cally manage a photo.

BRIEF DESCRIPTION OF DRAWINGS

To describe the technical solutions in the embodiments of
the present invention more clearly, the following briefly intro-
duces the accompanying drawings required for describing the
embodiments. The accompanying drawings in the following
description show some embodiments of the present invention,
and a person of ordinary skill in the art may still derive other
drawings from these accompanying drawings without cre-
ative efforts.

FIG. 1 is a schematic flowchart of a photographing method
according to an embodiment of the present invention;

FIG. 2A is a schematic flowchart of a photographing
method according to another embodiment of the present
invention;

FIG. 2B is a schematic diagram of photographed content
according to an embodiment of the present invention;

FIG. 2C is a schematic outline diagram of a first subject in
FIG. 2B;

FIG. 2D is a schematic outline diagram of a subject in a
subject recognition library according to an embodiment of the
present invention;

FIG. 3A is a schematic diagram of an image composition
template according to an embodiment of the present inven-
tion;

FIG. 3B to FIG. 3E are schematic diagrams of adjustment
of photographed first content according to an embodiment of
the present invention;

FIG. 3F is a schematic diagram of an image composition
template according to another embodiment of the present
invention;

FIG. 3G is a schematic diagram of adjustment of photo-
graphed first content according to another embodiment of the
present invention;

FIG. 3H is a schematic diagram of an image composition
template according to another embodiment of the present
invention;

FIG. 31 is a schematic diagram of adjustment of photo-
graphed first content according to another embodiment of the
present invention;

FIG. 3] is a schematic diagram of an image composition
template according to another embodiment of the present
invention;

FIG. 3K is a schematic diagram of adjustment of photo-
graphed first content according to another embodiment of the
present invention;

FIG. 4A and FIG. 4B are schematic structural diagrams of
a photographing device according to an embodiment of the
present invention;

FIG. 4C is a schematic diagram of a partial structure of a
photographing device according to another embodiment of
the present invention;

FIG. 5 is a schematic flowchart of a photo management
method according to an embodiment of the present invention;
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FIG. 6A and FIG. 6B are schematic structural diagrams of
a photo management apparatus according to an embodiment
of the present invention;

FIG. 6C is a schematic diagram of a partial structure of a
photo management apparatus according to an embodiment of
the present invention; and

FIG. 7 is a schematic structural diagram of a photographing
device according to an embodiment of the present invention.

DESCRIPTION OF EMBODIMENTS

To make the objectives, technical solutions, and advan-
tages of the present invention clearer, the following clearly
describes the technical solutions of the present invention with
reference to the accompanying drawings in the embodiments
of the present invention. The described embodiments are a
part of the embodiments of the present invention. Based on
the embodiments of the present invention, a person of ordi-
nary skill in the art can obtain other embodiments which can
solve the technical problem of the present invention and
implement the technical effect of the present invention by
equivalently altering a part of or all the technical features even
without creative efforts. The embodiments obtained through
alteration do not depart from the scope disclosed in the
present invention.

An embodiment of the present invention provides a photo-
graphing method, where the photographing method is
capable of image composition quality analysis and evalua-
tion, and enables a user to automatically adjust image com-
position and a layout according to an image composition
analysis suggestion.

First Embodiment

FIG. 1 shows a photographing method according to an
embodiment of the present invention. As shown in FIG. 1, the
photographing method in this embodiment is described as
follows:

101. Acquire to-be-photographed first content.

102. After determining a first subject with which a user is
concerned in the first content, acquire an image composition
relationship between a second subject in the first content and
the first subject, where the second subject is a background
subject in the first content except the first subject.

For example, the first subject may be a partial close-up of a
building, a partial close-up of a landscape, a person, multiple
persons, an area in a range, or a river, a section of path, or the
like.

If the first subject is a river, trees around the river, and the
like are all the background subject.

It should be noted that the first subject in this embodiment
may be multiple areas in the first content.

103. Match the image composition relationship between
the second subject and the first subject with a preset image
composition template to obtain a matching evaluation degree.

The image composition relationship in this embodiment
refers to a relative location relationship of the first subject in
the second subject. In addition, the matching evaluation
degree in this embodiment is used to indicate properness of
the image composition relationship.

Currently, image composition is defined as follows: an
image to be shown is properly organized according to require-
ments of a topic and a theme to form a harmonious and
complete picture, which is referred to as image composition.

For example, the matching evaluation degree may be a
qualitative evaluation such as “good”, “excellent”, or “poor”,
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or may be a quantitative evaluation such as a rating of “5
points”, “3 points”, or “1 point”.

It can be understood that matching the image composition
relationship between the second subject and the first subject
with a preset image composition template can be understood
as location matching performed using the image composition
relationship and a special line or a special point in the preset
image composition template, for example, a location of an
outline of the first subject in the image composition relation-
ship is close to a golden section point in a golden section
template or is not close to a golden section point in a golden
section template; and if the location of the outline of the first
subject in the image composition relationship is close to the
golden section point in the golden section template, the
matching evaluation degree is high.

Alternatively, whether a location of an outline of the first
subject in the image composition relationship falls within an
area formed by golden section points in a golden section
template or does not fall within an area formed by golden
section points in a golden section template, and if yes, the
matching evaluation degree is high. Details are as those
described in the following FIG. 3A to FIG. 3K.

The preset image composition template in this embodi-
ment may be a golden section template, a compact template,
a triangular image composition template, a diagonal image
composition template, a vertical line image composition tem-
plate, and/or a horizontal line image composition template, an
asymmetric image composition template, an S-shaped image
composition template, an X-shaped image composition tem-
plate, or the like.

104. Provide an image composition adjustment suggestion
on the first content for the user according to the matching
evaluation degree and the preset image composition template,
where the adjustment suggestion is a tip on how to adjust the
image composition relationship in the first content, so that the
image composition relationship completely matches the pre-
set image composition template.

For example, the image composition adjustment sugges-
tion may be given using an illustration. For example, the
illustration includes an arrow indicating a direction of adjust-
ment, a dotted box of an ideal image composition location (as
shown in FIG. 3B and FIG. 3C), or the like.

In another embodiment, the image composition adjustment
suggestion may also be given by means of words, or the image
composition adjustment suggestion is prompted by means of
a voice, or the like.

As can be learned from the foregoing embodiment, in a
photographing method in this embodiment, after a first sub-
ject with which a user is concerned is determined in to-be-
photographed first content, an image composition relation-
ship between the first subject and a second subject in the first
content is obtained, further, the image composition relation-
ship is matched with a preset image composition template to
obtain a matching evaluation degree, and further, an image
composition adjustment suggestion on the first content is
provided for the user according to the matching evaluation
degree, so as to solve the problem in the prior art that in a
photographing process, image composition quality of photo-
graphing cannot be determined or adjusted, which results in a
poor photographing result.

For example, the foregoing step 101 to step 104 in FIG. 1
may be executed by any device with a photographing func-
tion, such as a camera, a mobile phone with a photographing
function, a computer with a photographing function, or a
tablet computer with a photographing function.

It can be understood that, in an actual application, a display
unit of any photographing device can display to-be-photo-
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graphed first content, and here the first content is framed
content of the photographing device, that is, content to be
photographed as a photo by the photographing device. For
example, a display screen of the camera displays content seen
by a lens of the photographing apparatus.

In an optional implementation manner, after step 101 of the
foregoing photographing method, the photographing method
may further include the following step 101a that is not shown
in the drawing:

101a. The user selects the first subject of concern in the first
content.

In other words, before the foregoing step 102, the deter-
mining the first subject with which the user is concerned in the
first content may be that the user selects a part of content in the
first content as the first subject of concern. For example, the
display screen described above is a touch screen, and the user
can select a subject on the touch screen as the first subject of
concern. Generally, the user may select the first subject of
concern by tapping, double tapping, sliding, drawing a circle,
or the like.

The first subject herein may be a subject, a person, a build-
ing, or the like in the first content. In another embodiment, the
first subject may further be a subject that is currently focused
on by a camera and is used by default as the subject with
which a user is concerned.

As shown in FIG. 2A, in a second optional implementation
manner, before the step of “acquiring an image composition
relationship between a second subject in the first content and
the first subject” in step 102, the photographing method may
further include the following step 102a:

102a. Recognize the first subject according to subject
images in a preset subject image library.

For example, model diagrams of multiple subject images
are stored in the subject image library in this embodiment,
such as models of an apple, a graphic building, a river, a
mountain, and a person.
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Second, with gradual outward extension of pixel point
analysis, when the color quantity of a related pixel greatly
differs from the color quantity of a pixel that is extended
outward, it is considered that it may be an outline.

Subsequently, many outlines obtained by analyzing a pixel
quantity are analyzed comprehensively, and are compared
with the subject image recognition library, so that what sub-
ject it is may be obtained.

As shown in FIG. 2C and FIG. 2D, F1G. 2C is a first subject
with which a user is concerned in first content, and FIG. 2D is
a preset subject image in a subject image library.

To compare a first image with subject images in the subject
image library is: searching for some special points in the
outline of the first subject (such as an angular location, or a
location of a turning point), for example, A1, B1,C1, D1, and
E1l in FIG. 2C. A layout feature and proportion of the first
subject are analyzed according to the special points, a subject
that has a layout feature with a high similarity with that of the
first subject is found in the subject image library, and what the
first subject is may be recognized according to a subject name
in the subject image library.

Optionally, after the first subject is recognized, detailed
features of the first subject may further be found by means of
histogram analysis, lighting analysis, facial recognition, and
the like.

103a. Search, according to the recognized first subject, an
image composition template library for an image composi-
tion template corresponding to the first subject, and use the
found image composition template corresponding to the first
subject as a preset image composition template.

Generally, after the first subject is recognized, an image
composition template corresponding to an image composi-
tion relationship between the second subject and the first
subject may be selected according to a table (for example,
Table 1 as follows) of preset image composition templates
and subjects of concern.

TABLE 1

First subject of concern

Image composition template

Partial close-up

One person or subject
Two persons or subjects
Three persons or subjects

Multiple persons or subjects (high
mountains, waterfalls, buildings, or the

like)

An area in a range, and a distant landscape
A (section of) path, river, winding path, or

the like

Compact layout, and big and small layout

Golden section, and centripetal image composition
Big and small, and symmetrical image composition
Triangular image composition, and diagonal image
composition

Vertical line image composition, horizontal line
image composition, and diagonal image
composition

Golden section, and asymmetric image composition
S-shaped image composition, X-shaped image
composition, and diagonal image composition

If the user touches the screen using a unit, the photograph-
ing device detects that the user touches a plane being an area
A with a finger, and as shown in FIG. 2B, in this case, the
photographing device extends the area A, which is used as a
basic point, to a surrounding until an edge of the subject, that
is a location where a jump occurs in a depth. In this way, the
outline of the first subject is extracted, and the first subject is
recognized as a person, an animal, a plant, or the like, by
being compared with the subject image library.

For example, first a color quantity corresponding to each
pixel is analyzed. For example, three components red (R),
green (G), and blue (B) are used for representing each pixel of
acolor image, and each component has 8 bits. In this way, one
pixel is represented using 24 bits in total, that is, the pixel
depth is 24. Each pixel may be one of 16,777,216 (2 to the
power of 24) colors.

60

The photographing method in the foregoing embodiment
can well solve the problem in the prior art that in a photo-
graphing process, image composition quality of photograph-
ing cannot be determined or adjusted, which results in a poor
photographing result.

In another embodiment, step 103 and step 104 in FIG. 1 are
used as an example for description.

As shown in FIG. 3A, if the preset image composition
template is a golden section image composition template:

In step 103, when matching the image composition rela-
tionship between the second subject and the first subject with
the golden section image composition template, the photo-
graphing device analyzes relative locations of the current
second subject and first subject. For example, first, the outline
of'the first subject of concern; second, detecting whether the
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outline of the first subject is close to all golden section points
in the golden section image composition template (that is,
whether close to four “cross” marks in FIG. 3A). If the outline
of the first subject is close to all golden section points, the
image composition relationship between the second subject
and the first subject can obtain a high matching evaluation
degree.

It can be understood that if the first subject is a range, for
example, a rectangular box, the photographing device first
detects whether an edge of the first subject is close to a golden
section line (for example, four dotted lines in FIG. 3A). If the
edge of the first subject is close to the golden section line, the
image composition relationship between the second subject
and the first subject has a high matching evaluation degree.

In step 104, the image composition adjustment suggestion
on the first content is provided for the user/photographer
according to the matching evaluation degree and the golden
section image composition template, where the adjustment
suggestion is a tip on how to adjust the image composition
relationship in the first content, so that the image composition
relationship completely matches the preset image composi-
tion template.

In other words, as shown in FIG. 3B, the illustrated image
composition adjustment suggestion may be a suggestion,
given through a pointing arrow, for moving the first subject to
locations of the four cross marks in FIG. 3A.

In addition, as shown in FIG. 3C, if the second subject is a
range, the illustrated image composition adjustment sugges-
tionis that the edge of the first subject be as close to the golden
section line as possible.

In FIG. 3B, when the photographing device detects that a
location of a house (that is, the first subject) relative to a
location of the background (the second subject) is backward,
and after matching the image composition relationship with
the golden section image composition template, learns that
the first subject in the image composition relationship is close
to a lower left golden section point. After matching, compari-
son, and computation, the photographing device gives a
matching evaluation degree, and at the same time, gives an
image composition adjustment suggestion. For example, it is
suggested that the location of the house in a viewfinder frame
may be close to a location of the dotted line, and further, after
the user performs adjustment in the viewfinder frame accord-
ing to the image composition adjustment suggestion, the
matching evaluation degree is updated accordingly at the
same time (as shown in the right diagram in FIG. 3B).

In FIG. 3C, in the left diagram of FIG. 3C, when the
photographing device detects that a horizontal plane (an edge
of a range, that is, the first subject) is closer to a location of a
golden section line in the golden section image composition
template, after matching the image composition relationship
with the golden section image composition template, the
photographing device obtains that the first subject in the
image composition relationship is closer to a location of a
lower section line. In this case, after matching, comparison,
and computing, a matching evaluation degree is given, and
further, an image composition adjustment suggestion is
given, where the image composition adjustment suggestion
may be an illustrated suggestion, which suggests that the user
adjust framing according to a direction of the dotted line.
After the user adjusts the framing according to the image
composition adjustment suggestion, the matching evaluation
degree is refreshed immediately, as shown in the right dia-
gram of FIG. 3C.

In another embodiment, as shown in the left diagram or the
right diagram of FI1G. 3D, the preset image composition tem-
plate may be a compact image composition template.
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When the photographing device matches the image com-
position relationship between the second subject and the first
subject with the compact image composition template, if the
first subject stands out as a whole relative to the location the
second subject, and is close to a central area of the first
content, a relative rating, of the matching evaluation degree,
provided by the photographing device is high.

In this case, when the image composition adjustment sug-
gestion is given in step 104, it may be suggested, using an
illustration, that the first subject is better placed in the central
area, and the edge of the first subject better fill the picture,
enabling the picture to be rich in compact, delicate, and
microcosmic features.

If the photographing device detects that a partial close-up
of'a human face (that is, the first subject) relative to the entire
image composition background is backward, the photograph-
ing device matches the image composition relationship with
the compact image composition template, and learns that a
location of the human face in the screen is not far from a
location of a central subject, but is not very full, and therefore
a rating of the matching evaluation degree of the first content
is medium, as shown in the left diagram of FIG. 3E.

In this case, the image composition adjustment suggestion
provided in step 104 may suggest, using an illustration, thata
location of the close-up of the portrait cover more in a central
area of the subject, and other elements of the portrait cover an
outer edge area as much as possible. After the user/photog-
rapher adjusts the location of the first subject, the rating of the
matching evaluation degree is refreshed immediately, as
shown in the right diagram of FIG. 3E.

As shown in FIG. 3F, in a third embodiment, the preset
image composition template may be a triangular image com-
position template. When the photographing device matches
the image composition relationship between the second sub-
ject and the first subject with the triangular image composi-
tion template, the photographing device analyzes whether
three outlines of the image composition relationship between
the first subject and the second subject form a triangle in a
center of a framed picture.

If the three outlines of the image composition relationship
between the first subject and the second subject form a rich
triangle in the center of the framed picture, a better matching
evaluation degree is obtained.

In FIG. 3G, when three points of interest of the image
composition relationship between the first subject (the sub-
ject of concern) and the second subject (the background sub-
ject) are three little balls, the image composition relationship
is matched with the triangular image composition template.

The triangle in the left diagram of FIG. 3G (the image
composition relationship between the first subject and the
second subject) is not balanced enough, and therefore, a point
value of the matching evaluation degree is a rating of “ordi-
nary”.

Accordingly, in step 104, the image composition adjust-
ment suggestion may suggest, using an illustration, that a
location of a little ball behind move slightly upwards to form
a fuller and more balanced image composition relationship.
After the user/photographer adjusts framing of the first con-
tent, the rating of the matching evaluation degree in step 103
is refreshed immediately. As shown in the right diagram of
FIG. 3G, the user raises a location for framing, and achieves
an effect that three balls form a triangle, so that the whole
image composition is more balanced and stable.

As shown in FIG. 3H, in a fourth embodiment, the preset
image composition template may be a diagonal image com-
position template.
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When a photographing device matches the image compo-
sition relationship between the second subject and the first
subject with a diagonal image composition template, the pho-
tographing device analyzes whether the image composition
relationship between the first subject and the second subject is
in two diagonal lines, and if an angle between the first subject
in the image composition relationship and one of the diagonal
lines is smaller, an obtained rating of the matching evaluation
degree is higher, and the image composition adjustment sug-
gestion obtained in step 104 may suggest that the user adjust
a framing angle of the first content.

After the first content is adjusted according to the image
composition adjustment suggestion corresponding to the
diagonal image composition template, the photographed first
content is made to seem stereoscopic, extended, and dynamic.

As shown in the left diagram of FIG. 31, when the subject
of'concern (that is, the first subject) is a river, the photograph-
ing device generally chooses to match the image composition
relationship between the first subject and the second subject
with the diagonal image composition template. When it is
found after matching that a path of the river is closer to a
diagonal line from the lower left to the upper right, the match-
ing evaluation degree is given a good rating, and in step 104,
the image composition adjustment suggestion may suggest,
using an illustration, that the path of the river be slightly
rotated and adjusted to the closer diagonal line. After the user
rotates the framing of the first content for adjustment, the
rating of the matching evaluation degree is refreshed imme-
diately, as shown in the right diagram of FIG. 31.

As shown in the left diagram of FIG. 3], in a fifth embodi-
ment, the preset image composition template may be a verti-
cal line image composition template. The right diagram of
FIG. 3] shows a horizontal line image composition template.

When a photographing device matches an image compo-
sition relationship between a second subject and a first subject
with a vertical line image composition template, the photo-
graphing device analyzes that a subject of concern (that is, the
first subject) and a background subject (the second subject)
are in parallel vertical lines. When the first subject and the
second subject are closer to the parallel vertical lines (or a
horizontal line) and filling is full, the relative rating of the
matching evaluation degree is higher, and in step 104, the
image composition adjustment suggestion may suggest,
using an illustration, that the user adjust an angle of first
content to be vertical. Generally, a vertical line image com-
position gives a person a visual perception of steadiness,
balance, and reliability.

As shown in the left diagram of FIG. 3K, when the subject
of concern is a group of buildings, it is found after matching
that the group of buildings are all in parallel vertical lines, but
the content is far from being full, and therefore, the rating of
the matching evaluation degree gives an ordinary rating, and
in step 104, the image composition adjustment suggestion
may suggest, using an illustration, that the user adjust a focal
length to make the group of buildings look fuller in a picture;
and further, the user adjusts the focal length or approaches to
adjust the framing of the first content, the rating of the match-
ing evaluation degree is refreshed accordingly, as shown in
the right diagram of FIG. 3K.

In addition to the foregoing exemplified templates, the
image composition template may be an S-shaped image com-
position template, an X-shaped image composition template,
a centripetal image composition (a radially accumulated
points image composition) template, a big and small tem-
plate, asymmetrical and asymmetric image composition tem-
plate, or the like.
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A photographing method in this embodiment can enable a
user to directly obtain image composition quality of a photo
and obtain an image composition adjustment suggestion on
to-be-photographed first content, and after the user adjusts the
first content according to the image composition adjustment
suggestion, the problem of poor photographing quality in the
prior art can be effectively solved.

Second Embodiment

An embodiment of the present invention provides a photo-
graphing device, and as shown in FIG. 4A the photographing
device in this embodiment includes: a first acquiring unit 041,
a second acquiring unit 042, a matching unit 043, and an
image composition adjustment suggestion obtaining unit
044, where the first acquiring unit 041 is configured to acquire
to-be-photographed first content; the second acquiring unit
042 is configured to, after the first acquiring unit 041 acquires
the first content, and after a first subject with which a user is
concerned in the first content is determined, acquire an image
composition relationship between a second subject in the first
content and the first subject, where the second subject is a
background subject in the first content except the first subject;
the matching unit 043 is configured to, after the second
acquiring unit 042 acquires the image composition relation-
ship, match the image composition relationship between the
second subject and the first subject with a preset image com-
position template to obtain a matching evaluation degree; and
the image composition adjustment suggestion obtaining unit
044 is configured to, after the matching unit 043 obtains the
matching evaluation degree, provide an image composition
adjustment suggestion on the first content for the user accord-
ing to the matching evaluation degree and the preset image
composition template, where the adjustment suggestion is a
tip on how to adjust the image composition relationship in the
first content, so that the image composition relationship com-
pletely matches the preset image composition template;
where the matching evaluation degree is used to indicate
properness of the image composition relationship.

In an optional embodiment, the photographing device may
further include a first subject selection unit 045 which is not
shown in the drawing, where the first subject selection unit
045 is configured to, after the first acquiring unit 041 acquires
the first content, select, by the user, the first subject of concern
in the first content.

In another optional embodiment, the photographing device
may further include a recognition unit 046 and an image
composition template selection unit 047 which are not shown
in the drawing, where the recognition unit 046 is configured
to, after the first acquiring unit 041 acquires the first content,
and after the first subject with which the user is concerned in
the first content is determined, recognize the first subject
according to a subject image in a preset subject image library;
and the image composition template selection unit 047 is
configured to, after the recognition unit 046 recognizes the
first subject, search, according to the recognized first subject,
an image composition template library for an image compo-
sition template corresponding to the first subject, and use the
found image composition template corresponding to the first
subject as a preset image composition template.

The photographing device in the foregoing embodiment
can solve the problem in the prior art that in a photographing
process, image composition quality of photographing cannot
be determined or adjusted, which results in a poor photo-
graphing result.

In a third optional implementation manner, the photo-
graphing device in this embodiment may include the follow-
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ing functional units. As shown in FIG. 4B, the photographing
device includes: a framing unit 21, a display unit 22, an input
unit 23, a subject recognition and analysis unit 24, an image
composition analysis and evaluation unit 25, an image com-
position adjustment suggestion unit 26, a lens control unit 27,
and a network connection unit 28, where the framing unit 21
is configured to pre-frame first content to be photographed by
a user, and output the to-be-photographed first content to the
display unit 22 for display, where in a specific application, the
framing unit 21 may include a lens, a light sensor, and the like;
the display unit 22 is configured to display the first content
to-be-photographed by the user, and may further be config-
ured to display an image composition adjustment suggestion,
and the like; the input unit 23 is configured to receive a choice
input by the user, and select a first subject with which the user
is concerned, where the input unit 23 may be various touch
sensitive screens, for example, a capacitive sensing screen, a
microwave sensing screen, a non-contact control output appa-
ratus, and the like; and the input unit 23 may further be
replaced by a focal point analysis unit, and focused content in
the to-be-photographed first content is set by default as the
subject with which the user is concerned; the subject recog-
nition and analysis unit 24 is configured to analyze and extract
the first subject with which the user is concerned, and is
configured to analyze and recognize another background sub-
ject; and the subject recognition and analysis unit 24 may
further be configured to analyze detailed features of the first
subject, such as color information, body type, and vagueness
of an outline; the image composition analysis and evaluation
unit 25 is configured to determine an image composition
relationship between the first subject and a second subject,
and make comparison and analysis to give an image compo-
sition quality evaluation according to a pre-stored image
composition template; and the image composition analysis
and evaluation unit 25 further includes an image composition
analysis unit 251, an image composition template library 252,
an image composition comparison unit 253, an image com-
position evaluation unit 254, and the like, as shown in FIG.
4C.

The image composition analysis unit 251 is configured to
give an image composition relationship between a subject of
concern (the first subject) and a background subject (the
second subject), select a proper image composition template,
and the like.

The image composition template library 252 is a knowl-
edge base of image composition templates, and the image
composition template library may be stored in a photograph-
ing apparatus locally, or may be placed in the cloud using a
network. Certainly, the image composition analysis unit 251
may also be implemented entirely in the cloud. The image
composition template library includes various image compo-
sition templates such as the examples described above.

The image composition comparison unit 253 is configured
to compare the existing image composition relationship
between the first subject and the second subject in the first
content, and a process of matching the image composition
relationship and the image composition template, and ana-
lyze a matching evaluation degree.

The image composition evaluation unit 254 is configured
to give an evaluation of the matching evaluation degree after
the analysis by the image composition comparison unit 253.

The image composition adjustment suggestion unit 26 is
configured to give an image composition adjustment sugges-
tion according to the analysis by the image composition
analysis and evaluation unit 25, where the image composition
adjustment suggestion may be given using an illustration,
words, a voice prompt, or the like. If the image composition
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adjustment suggestion is an illustrated suggestion, the sug-
gestion may include an arrow indicating a direction of adjust-
ment, or give a dotted box of an ideal image composition
location, or the like.

In a specific application, the photographing device may
further include a lens control unit 27 configured to control,
according to the adjustment suggestion output by the image
composition adjustment suggestion unit 26, a lens to adjust
image composition, where the lens control unit may include a
lens adjustment control signal generating unit and a lens
control adjustment execution unit (not shown in the drawing),
and for example, the lens control unit 27 may be a servo
motor, where the servo motor may include a front and back
adjustment motor, and may also include a left and right
adjustment motor, an up and down adjustment motor, and the
like.

For example, the image composition adjustment sugges-
tion unit 26 outputs an image composition adjustment sug-
gestion to the lens control unit 27, and the lens control unit 27
adjusts the lens to make the image composition better match
the image composition template, so as to improve the image
composition quality. FIG. 3K is used as an example. The
image composition adjustment suggestion unit 26 outputs a
suggestion for zooming in the first subject of concern (a group
of buildings), and the lens control unit 27 outputs a control
instruction, for example, the servo motor adjusts the lens to
zoom in the first subject of concern, so as to implement more
flexible image composition adjustment.

In another implementation manner, the foregoing photo-
graphing device may further include a network connection
unit 28 configured to connect to a network, for example, when
in a network cloud, the image composition analysis and
evaluation unit 25 or the image composition template library
may be connected to the network using the network connec-
tion unit 28 to implement a photographing system formed by
both the photographing device and the network, and a func-
tion of image composition analysis, evaluation, and sugges-
tion is implemented, where the network connection unit 28
may be a wireless cellular system, and may be a wireless
fidelity (WiFi) wireless connection unit, a wired network
connection, or the like.

The foregoing photographing device can give an image
composition quality evaluation, so that the user obtains in a
timely manner a prompt for adjusting the image composition,
and obtains a suggestion for optimizing the image composi-
tion, so that the user can adjust in a timely manner the image
composition to take a photo of better quality.

Third Embodiment

FIG. 5 shows a photo management method according to an
embodiment of the present invention. As shown in FIG. 5, the
photo management method in this embodiment is described
as follows:

501. Select a to-be-evaluated photo, and obtain a main
subject and a background subject of the photo according to a
focal point of the photo.

In another embodiment, a user may input in advance a
to-be-evaluated photo.

502. Determine an image composition relationship
between the main subject and the background subject.

503. Match the image composition relationship between
the main subject and the background subject with a preset
image composition template to obtain a matching evaluation
degree.

Inthis embodiment, the matching evaluation degree is used
to indicate properness of the image composition relationship.
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For example, an image composition relationship between a
subject of concern and another background subject is ana-
lyzed and determined, and is matched with an image compo-
sition template in an image composition template library, and
a matching evaluation degree of current image composition
by a user is given according to a matching degree.

Alternatively, according to features of the main subject, a
preferential image composition template is selected for
matching, to obtain the matching evaluation degree.

The matching evaluation degree may be a qualitative evalu-
ation such as “good”, “excellent”, or “poor”, or may be a
quantitative evaluation such as a rating of “5 points”, “3
points”, or “1 point™.

Further, a reason for the evaluation may be given, for
example, similar to “the head is incomplete”, “the person is
too small”, or the like.

Moreover, the preset image composition template may be a
golden section image composition template, a compact image
composition template, a triangular image composition tem-
plate, a diagonal image composition template, a vertical line
image composition template, a horizontal line image compo-
sition template, or the like.

504. Classify the photo according to the matching evalua-
tion degree.

For example, a photo evaluated to be good or better is put
into a folder, and a photo evaluated to be poor is put into a
folder.

Further, a prompt to the user on whether to delete a photo
with poor quality may be included. If the user confirms yes,
photos of poor image composition quality may be deleted in
batches.

It can be seen from the foregoing embodiment that, in a
photographing management method in this embodiment, an
image composition relationship between a main subject and a
background subject in a to-be-evaluated photo is analyzed, an
image composition template is further selected, and a match-
ing evaluation degree of the to-be-evaluated photo is
acquired, so that the problem in the prior art that a photo
cannot be automatically recognized and managed can be
solved.

Fourth Embodiment

FIG. 6A is a schematic structural diagram of a photograph-
ing management apparatus according to an embodiment of
the present invention. As shown in FIG. 6, the photo manage-
ment apparatus in this embodiment includes: a selection unit
061, a determining unit 062, a matching unit 063, and a
classification unit 064, where the selection unit 061 is con-
figured to select a to-be-evaluated photo, and obtain a main
subject and a background subject of the photo according to a
focal point of the photo; the determining unit 062 is config-
ured to, after the selection unit 061 obtains the main subject,
determine an image composition relationship between the
main subject and the background subject; the matching unit
063 is configured to, after the determining unit 062 deter-
mines the image composition relationship, match the image
composition relationship between the main subject and the
background subject with a preset image composition tem-
plate to obtain a matching evaluation degree; and the classi-
fication unit 064 is configured to, after the matching unit 063
obtains the matching evaluation degree, classify the photo
according to the matching evaluation degree, where the
matching evaluation degree is used to indicate properness of
the image composition relationship.

A photo management apparatus in this embodiment can
automatically recognize a photo with poor image composi-
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tion quality, and classify and manage photos with poor qual-
ity, thereby solving the problem in the prior art that a user
needs to recognize the photos one by one and processing
efficiency is not high.

In another embodiment, FIG. 6B is a schematic structural
diagram of a photo management apparatus according to an
embodiment of the present invention. As shown in FIG. 6B,
the photo management apparatus in this embodiment
includes: an input unit 601, a subject recognition and analysis
unit 602, an image composition analysis and evaluation unit
603, a photo category management unit 604, a display unit
605, and a network connection unit 606, where the input unit
601 is configured to receive an input photo on which image
composition evaluation and analysis are to be performed; the
subject recognition and analysis unit 602 is configured to
analyze, extract, and recognize a main subject in the photo,
and configured to analyze and recognize another background
subject; for example, a subject located at a clearest focal point
of'the photo is determined as the main subject; and the subject
recognition and analysis unit 602 may further be configured
to analyze detailed features of a main subject, such as color
information, body type, and vagueness of an outline; the
image composition analysis and evaluation unit 603 is con-
figured to determine an image composition relationship
between a subject of concern and a background subject, and
make comparison and analysis to give an image composition
quality evaluation according to a pre-stored image composi-
tion template; and the image composition analysis and evalu-
ation unit 603 may further include an image composition
analysis unit 6031, an image composition template library
6032, an image composition comparison unit 6033, an image
composition evaluation unit 6034, and the like, as shown in
FIG. 6C.

The image composition analysis unit 6031 is configured to
give the image composition relationship between the subject
of'concern and the background subject, select a proper image
composition template, and the like.

The image composition template library 6032 is a knowl-
edge base of image composition templates, and the image
composition template library may be stored in the photo
management apparatus locally, or may be placed in the cloud
using a network. Certainly, the entire image composition
analysis unit may be implemented in the cloud. The image
composition template library includes various image compo-
sition templates such as the examples described above.

The image composition comparison unit 6033 is config-
ured to compare the image composition relationship between
the subject of concern and the background subject with the
image composition template.

The image composition evaluation unit 6034 is configured
to give a matching evaluation degree according to the analysis
by the image composition comparison unit.

The photo category management unit 604 is configured to,
according to an evaluation result by the image composition
evaluation unit, determine a quality category of a photo, and
perform category management.

Further, the photo management apparatus may include a
display unit 605 configured to output and display a classifi-
cation result; and may further give a reason for the classifi-
cation, give a prompt on whether a photo with poor quality is
to be deleted, and the like.

The photo management apparatus may further include a
network connection unit 606 configured to connect to the
network, for example, when the image composition analysis
and evaluationunit or the image composition template library
is in the network cloud, it may connect to the network using a
network connection unit, thereby implementing that this
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machine forms a photographing system together with the
network. The image composition analysis is implemented.
The network connection unit 606 may be a wireless cellular
system, may be a WiFi wireless connection unit, or is a wired
network connection.

By determining photo image composition quality, a photo
management apparatus of this embodiment automatically
recognizes a photo with poor quality, and classifies and man-
ages photos with poor quality, thereby solving the problem in
the prior art that a smart camera cannot automatically manage
a photo.

FIG. 7 is a schematic structural diagram of a photographing
device according to an embodiment of the present invention.
The foregoing photographing device in FIG. 4A may be of a
structure shown in FIG. 7.

Certainly, in an actual application, the photographing
device may also have a function of the photo management
apparatus. Therefore, the photo management apparatus
shown in FIG. 6A or FIG. 6B may be a part of the photo-
graphing device.

Persons of ordinary skill in the art may understand that all
or a part of the steps of the method embodiments may be
implemented by a program instructing relevant hardware.
The program may be stored in a computer readable storage
medium. When the program runs, the steps of the method
embodiments are performed. The foregoing storage medium
includes any medium that can store program code, such as a
read-only memory (ROM), arandom access memory (RAM),
a magnetic disk, or an optical disc.

Finally, it should be noted that the foregoing embodiments
are merely intended for describing the technical solutions of
the present invention other than limiting the present inven-
tion. Although the present invention is described in detail with
reference to the foregoing embodiments, persons of ordinary
skill in the art should understand that they may still make
modifications to the technical solutions described in the fore-
going embodiments or make equivalent replacements to some
or all technical features thereof, without departing from the
scope of the technical solutions of the embodiments of the
present invention.

What is claimed is:

1. A photographing method, comprising:

acquiring to-be-photographed first content;

acquiring an image composition relationship between a
second subject in the first content and the first subject
after determining a first subject with which a user is
concerned in the first content, wherein the second sub-
jectis abackground subject in the first content except the
first subject;

matching the image composition relationship between the
second subject and the first subject with a preset image
composition template to obtain a matching evaluation
degree; and

providing an image composition adjustment suggestion on
the first content for the user according to the matching
evaluation degree and the preset image composition
template, wherein the adjustment suggestion is a tip on
how to adjust the image composition relationship in the
first content so that the image composition relationship
completely matches the preset image composition tem-
plate, and wherein the matching evaluation degree is
used to indicate properness of the image composition
relationship.

2. The method according to claim 1, wherein before acquir-

ing the image composition relationship between the second
subject in the first content and the first subject, the method
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further comprises receiving the first subject of concern in the
first content selected by the user.

3. The method according to claim 1, wherein before acquir-
ing the image composition relationship between the second
subject in the first content and the first subject, the method
further comprises recognizing the first subject according to
subject images in a preset subject image library, and wherein
before matching the image composition relationship between
the second subject and the first subject with the preset image
composition template, the method further comprises:

searching, according to the recognized first subject, an
image composition template library for an image com-
position template corresponding to the first subject; and

using the found image composition template correspond-
ing to the first subject as the preset image composition
template.

4. A photographing device, comprising:

a first acquiring unit configured to acquire to-be-photo-
graphed first content;

a second acquiring unit configured to: acquire an image
composition relationship between a second subject in
the first content and the first subject after the first acquir-
ing unit acquires the first content, and after a first subject
with which a user is concerned in the first content is
determined, wherein the second subject is a background
subject in the first content except the first subject;

a matching unit configured to match the image composi-
tion relationship between the second subject and the first
subject with a preset image composition template to
obtain a matching evaluation degree after the second
acquiring unit acquires the image composition relation-
ship; and

an image composition adjustment suggestion obtaining
unit configured to provide an image composition adjust-
ment suggestion on the first content for the user accord-
ing to the matching evaluation degree and the preset
image composition template after the matching unit
obtains the matching evaluation degree, wherein the
adjustment suggestion is a tip on how to adjust the image
composition relationship in the first content so that the
image composition relationship completely matches the
preset image composition template, and wherein the
matching evaluation degree is used to indicate proper-
ness of the image composition relationship.

5. The photographing device according to claim 4, further
comprising a first subject selection unit configured to receive
the first subject of concern in the first content selected by the
user after the first acquiring unit acquires the first content.

6. The photographing device according to claim 4, further
comprising:

a recognition unit configured to recognize the first subject
according to subject images in a preset subject image
library after the first acquiring unit acquires the first
content, and after the first subject with which the user is
concerned in the first content is determined; and

animage composition template selection unit configured to
search, according to the recognized first subject, an
image composition template library for an image com-
position template corresponding to the first subject, and
use the found image composition template correspond-
ing to the first subject as the preset image composition
template after the recognition unit recognizes the first
subject.

7. A photo management method, comprising:

selecting a to-be-evaluated photo;

obtaining a main subject and a background subject of the
photo according to a focal point of the photo;
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determining an image composition relationship between
the main subject and the background subject;

matching the image composition relationship between the
main subject and the background subject with a preset
image composition template to obtain a matching evalu-
ation degree; and

classifying the photo according to the matching evaluation
degree, wherein the matching evaluation degree is used
to indicate properness of the image composition rela-
tionship.

8. A photo management apparatus, comprising:

a selection unit configured to select a to-be-evaluated
photo, and obtain a main subject and a background sub-
ject of the photo according to a focal point of the photo;

a determining unit configured to determine an image com-
position relationship between the main subject and the
background subject after the selection unit obtains the
main subject;

a matching unit configured to match the image composi-
tion relationship between the main subject and the back-
ground subject with a preset image composition tem-
plate to obtain a matching evaluation degree after the
determining unit determines the image composition
relationship; and

a classification unit configured to classify the photo
according to the matching evaluation degree after the
matching unit obtains the matching evaluation degree,
wherein the matching evaluation degree is used to indi-
cate properness of the image composition relationship.

9. A photographing device, comprising:

a framing unit configured to pre-frame first content to be
photographed by a user, and output the to-be-photo-
graphed first content to a display unit for display;

the display unit configured to display the first content to-
be-photographed by the user;

an input unit configured to receive a choice input by the
user, to select a first subject with which the user is
concerned;

a subject recognition and analysis unit configured to ana-
lyze and extract the first subject with which the user is
concerned, and configured to analyze and recognize a
second subject;

an image composition analysis and evaluation unit config-
ured to determine an image composition relationship
between the first subject and the second subject, and
make comparison and analysis to give an image compo-
sition quality evaluation according to a pre-stored image
composition template; and

an image composition adjustment suggestion unit config-
ured to give an image composition adjustment sugges-
tion according to the analysis by the image composition
analysis and evaluation unit.

10. The photographing device according to claim 9,
wherein the display unit is further configured to display an
image composition adjustment suggestion.

11. The photographing device according to claim 9,
wherein the photographing device further comprises a lens
control unit configured to control, according to the adjust-
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ment suggestion output by the image composition adjustment
suggestion unit, a lens to adjust image composition.

12. The photographing device according to claim 9,
wherein the photographing device further comprises a net-
work connection unit configured to connect to a network.

13. A photographing device, comprising:

a framing unit configured to pre-frame first content to be
photographed by a user, and output the to-be-photo-
graphed first content to a display unit for display;

the display unit configured to display the first content to-
be-photographed by the user;

afocal point analysis unit configured to set focused content
in the to-be-photographed first content by default as a
first subject with which the user is concerned;

a subject recognition and analysis unit configured to ana-
lyze and extract the first subject with which the user is
concerned, and is configured to analyze and recognize a
second subject;

an image composition analysis and evaluation unit config-
ured to determine an image composition relationship
between the first subject and the second subject, and
make comparison and analysis to give an image compo-
sition quality evaluation according to a pre-stored image
composition template; and

an image composition adjustment suggestion unit config-
ured to give an image composition adjustment sugges-
tion according to the analysis by the image composition
analysis and evaluation unit.

14. A photo management apparatus, comprising:

an input unit configured to receive an input photo;

a subject recognition and analysis unit configured to ana-
lyze, extract, and recognize a subject of concern in the
photo, and configured to analyze and recognize a back-
ground subject;

an image composition analysis and evaluation unit config-
ured to determine an image composition relationship
between the subject of concern and the background sub-
ject, and make comparison and analysis to give an image
composition quality evaluation according to a pre-stored
image composition template; and

a photo category management unit configured to, accord-
ing to an evaluation result by the image composition
analysis and evaluation unit, determine a quality cat-
egory of a photo, and perform category management.

15. The photo management apparatus according to claim
14, wherein the photo management apparatus further com-
prises a display unit configured to output and display a clas-
sification result.

16. The photo management apparatus according to claim
15, wherein the display unit is further configured to output
and display a reason for the classification, or a prompt on
whether a photo with poor quality is to be deleted.

17. The photo management apparatus according to claim
14, wherein the photo management apparatus further com-
prises a network connection unit configured to connect to a
network.



